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3 SSCs will remain capable of per-
forming their safety-related functions 
under design basis conditions; and 

(ii) Corrective action. Conditions 
that would prevent a RISC–3 SSC from 
performing its safety-related functions 
under design basis conditions must be 
corrected in a timely manner. For sig-
nificant conditions adverse to quality, 
measures must be taken to provide rea-
sonable confidence that the cause of 
the condition is determined and correc-
tive action taken to preclude repeti-
tion. 

(e) Feedback and process adjustment— 
(1) RISC–1, RISC–2, RISC–3 and RISC–4 
SSCs. The licensee shall review changes 
to the plant, operational practices, ap-
plicable plant and industry operational 
experience, and, as appropriate, update 
the PRA and SSC categorization and 
treatment processes. The licensee shall 
perform this review in a timely manner 
but no longer than once every two re-
fueling outages. 

(2) RISC–1 and RISC–2 SSCs. The li-
censee shall monitor the performance 
of RISC–1 and RISC–2 SSCs. The li-
censee shall make adjustments as nec-
essary to either the categorization or 
treatment processes so that the cat-
egorization process and results are 
maintained valid. 

(3) RISC–3 SSCs. The licensee shall 
consider data collected in § 50.69(d)(2)(i) 
for RISC–3 SSCs to determine if there 
are any adverse changes in perform-
ance such that the SSC unreliability 
values approach or exceed the values 
used in the evaluations conducted to 
satisfy § 50.69(c)(1)(iv). The licensee 
shall make adjustments as necessary 
to the categorization or treatment 
processes so that the categorization 
process and results are maintained 
valid. 

(f) Program documentation, change con-
trol and records. (1) The licensee or ap-
plicant shall document the basis for its 
categorization of any SSC under para-
graph (c) of this section before remov-
ing any requirements under § 50.69(b)(1) 
for those SSCs. 

(2) Following implementation of this 
section, licensees and applicants shall 
update their final safety analysis re-
port (FSAR) to reflect which systems 
have been categorized, in accordance 
with § 50.71(e). 

(3) When a licensee first implements 
this section for a SSC, changes to the 
FSAR for the implementation of the 
changes in accordance with § 50.69(d) 
need not include a supporting § 50.59 
evaluation of the changes directly re-
lated to implementation. Thereafter, 
changes to the programs and proce-
dures for implementation of § 50.69(d), 
as described in the FSAR, may be made 
if the requirements of this section and 
§ 50.59 continue to be met. 

(4) When a licensee first implements 
this section for a SSC, changes to the 
quality assurance plan for the imple-
mentation of the changes in accord-
ance with § 50.69(d) need not include a 
supporting § 50.54(a) review of the 
changes directly related to implemen-
tation. Thereafter, changes to the pro-
grams and procedures for implementa-
tion of § 50.69(d), as described in the 
quality assurance plan may be made if 
the requirements of this section and 
§ 50.54(a) continue to be met. 

(g) Reporting. The licensee shall sub-
mit a licensee event report under 
§ 50.73(b) for any event or condition 
that prevented, or would have pre-
vented, a RISC–1 or RISC–2 SSC from 
performing a safety significant func-
tion. 

[69 FR 68047, Nov. 22, 2004] 

INSPECTIONS, RECORDS, REPORTS, 
NOTIFICATIONS 

§ 50.70 Inspections. 
(a) Each applicant for or holder of a 

license, including a construction per-
mit or an early site permit, shall per-
mit inspection, by duly authorized rep-
resentatives of the Commission, of his 
records, premises, activities, and of li-
censed materials in possession or use, 
related to the license or construction 
permit or early site permit as may be 
necessary to effectuate the purposes of 
the Act, as amended, including Section 
105 of the Act, and the Energy Reorga-
nization Act of 1974, as amended. 

(b)(1) Each licensee and each holder 
of a construction permit shall, upon re-
quest by the Director, Office of Nuclear 
Reactor Regulation or Director, Office 
of New Reactors, as appropriate, pro-
vide rent-free office space for the ex-
clusive use of the Commission inspec-
tion personnel. Heat, air conditioning, 
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light, electrical outlets, and janitorial 
services shall be furnished by each li-
censee and each holder of a construc-
tion permit. The office shall be conven-
ient to and have full access to the facil-
ity and shall provide the inspector both 
visual and acoustic privacy. 

(2) For a site with a single power re-
actor or fuel facility licensed under 
part 50 or part 52 of this chapter, or a 
facility issued a manufacturing license 
under part 52, the space provided shall 
be adequate to accommodate a full- 
time inspector, a part-time secretary 
and transient NRC personnel and will 
be generally commensurate with other 
office facilities at the site. A space of 
250 square feet either within the site’s 
office complex or in an office trailer or 
other onsite space is suggested as a 
guide. For sites containing multiple 
power reactor units or fuel facilities, 
additional space may be requested to 
accommodate additional full-time in-
spector(s). The office space that is pro-
vided shall be subject to the approval 
of the Director, Office of New Reactors, 
or the Director, Office of Nuclear Reac-
tor Regulation. All furniture, supplies 
and communication equipment will be 
furnished by the Commission. 

(3) The licensee or construction per-
mit holder shall afford any NRC resi-
dent inspector assigned to that site, or 
other NRC inspectors identified by the 
Regional Administrator as likely to in-
spect the facility, immediate unfet-
tered access, equivalent to access pro-
vided regular plant employees, fol-
lowing proper identification and com-
pliance with applicable access control 
measures for security, radiological pro-
tection and personal safety. 

(4) The licensee or construction per-
mit holder (nuclear power reactor only) 
shall ensure that the arrival and pres-
ence of an NRC inspector, who has been 
properly authorized facility access as 
described in paragraph (b)(3) of this 
section, is not announced or otherwise 
communicated by its employees or con-
tractors to other persons at the facility 
unless specifically requested by the 
NRC inspector. 

[21 FR 355, Jan. 19, 1956; 44 FR 47919, Aug. 16, 
1979, as amended at 52 FR 31612, Aug. 21, 1987; 
53 FR 42942, Oct. 25, 1988; 72 FR 49501, Aug. 28, 
2007; 73 FR 5722, Jan. 31, 2008; 75 FR 73944, 
Nov. 30, 2010] 

§ 50.71 Maintenance of records, mak-
ing of reports. 

(a) Each licensee, including each 
holder of a construction permit or 
early site permit, shall maintain all 
records and make all reports, in con-
nection with the activity, as may be 
required by the conditions of the li-
cense or permit or by the regulations, 
and orders of the Commission in effec-
tuating the purposes of the Act, includ-
ing Section 105 of the Act, and the En-
ergy Reorganization Act of 1974, as 
amended. Reports must be submitted 
in accordance with § 50.4 or 10 CFR 52.3, 
as applicable. 

(b) With respect to any production or 
utilization facility of a type described 
in § 50.21(b) or 50.22, or a testing facil-
ity, each licensee and each holder of a 
construction permit shall submit its 
annual financial report, including the 
certified financial statements, to the 
Commission, as specified in § 50.4, upon 
issuance of the report. However, licens-
ees and holders of a construction per-
mit who submit a Form 10-Q with the 
Securities and Exchange Commission 
or a Form 1 with the Federal Energy 
Regulatory Commission, need not sub-
mit the annual financial report or the 
certified financial statement under 
this paragraph. 

(c) Records that are required by the 
regulations in this part or part 52 of 
this chapter, by license condition, or 
by technical specifications must be re-
tained for the period specified by the 
appropriate regulation, license condi-
tion, or technical specification. If a re-
tention period is not otherwise speci-
fied, these records must be retained 
until the Commission terminates the 
facility license or, in the case of an 
early site permit, until the permit ex-
pires. 

(d)(1) Records which must be main-
tained under this part or part 52 of this 
chapter may be the original or a repro-
duced copy or microform if the repro-
duced copy or microform is duly au-
thenticated by authorized personnel 
and the microform is capable of pro-
ducing a clear and legible copy after 
storage for the period specified by 
Commission regulations. The record 
may also be stored in electronic media 
with the capability of producing leg-
ible, accurate, and complete records 
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